TECHNICAL SPECIFICATIONS SFC 407/ 29 WB PICKUP 4SP CR BS4

TYPE Truck Chassis with Cab & Load Body

POWERTRAIN WEIGHT HD TATA M OTO R S

CAB CLB
Engine Type Tata 4SP CR TURBO INTER-COOLED BS4 Front Axle Weight - FAW 2 050 kg 2 050kg 2 050kg Con necting Aspirations 0 . ! . . : y * . * * H :
Displacement / Cubic Capacity 2956 cc Rear Axle Weight - n
ght - RAW 2400kg 2400 kg 2400kg P
Max. Power Output 62.5 kW @ 2 800 r/min Rated Pauload > 450k 5200k 2000k resentlng
Max. Torque 250 Nm @ 1400 - 2 400 r/min atedFayloa 9 S 9 8 . X . R F o o o : o o 5
Bore x Stroke 97 mm x 100 mm Gross Vehicle Weight 4450 kg 4450 kg 4 450 kg -

Clutch Single Plate Dry Friction Type - 280 mm dia OVERALL DIMENSIONS

Transmission 6380 Synchromesh 5 Forward + 1 Reverse Wheelbase 2955 mm " | 3 . . S F C 4 0 7 P I k

Fuel Injection Sg.stem Electronic Delphi Height 2270 mm L (S -

Fuel Tank Capacity 601

ELECTRICALS Width 1980 mm
Battery 12V, 75 Ah LOAD BODY DIMENSIONS

PERFORMANCE 2660 mm
Gradeability 28% 2060 mm
STEERING Side Deck Height 1850 mm
Steering System Manual Steering-recirculating Ball Type with Rack and Sector Loading Platform Height 1088 mm
FRAME Min. Turning Dia 11900 mm
Frame Ladder Type Frame with Riveted / Bolted Cross Members Min. Ground Clearance - Loaded 207 mm

BRAKES Warranty 3-year or 3 lakh km* (whichever is earlier)

Service Brake Vacuum Assisted Dual Circuit Hydraulic with Tandem Master Cylinder For details, please refer to operator's service book
Parking Brake Cable Operated Mechanical

SUSPENSION & TYRES

Front Suspension Semi-elliptical Leaf Spring and Hydraulic
Double Acting Telescopic Type Shock Absorber

Rear Suspension Semi-elliptical Leaf Spring and Hydraulic
Double Acting Telescopic Type Shock Absorber

No. of Tyres Front - 2, Rear - 2, Spare - 1

Front 7.00 R16 - 12 PR Radial Ply

Rear 700 R 16 - 12 PR Radial Ply Dealer Stamp

TATA MOTORS

.."':,__'I'ATA METTIRS INSURANEE : - TATA GEMUINE PARTS
TATA MOTORS 3-EARSS LAKH KM SAMPOORNA

wanpanry. | —=SEVA = [ TATASURAKSHA

TATA FLEETMAN AAFKE SAATH HAR FADW R TATA PRILIFE

For more information, please visit our website: www.light-trucks.tatamotors.com
You can also contact our Sales Office: Tata Motors Limited, 4th Floor, Ahura Centre, 82, Mahakali Caves Road, MIDC, j

Andheri (East), Mumbai - 400 093 or call toll-free no. 1800 209 7979. P |
. TATA DELIGHT | Pl lhund , . Iz [ TaTA KAVACH

Terms & Conditions apply as per the policy of ITGI. Insurance available on light, intermediate & heavy commercial vehicles. 5 =

‘ . : . . : . e k TATA OK _ TOLL-“REE TATA ALERT
CAUTION: Accessories shown in the picture or elsewhere do not constitute standard fitment. The specifications are merely indicative. 3 1800 209 78749
Due to continuous product improvements, these specifications are liable to change without notice. o



THE PICKUP IS NO LONGER

ORDINARY

q : - e Service Interval of 20 000 km; Extra Cow:

Warranty 3-year or 3 lakh km* Lowest Loading Platform

Rule the Road:
Shortest Turning Circle Radius

s e e S 1 B

Presenting the ‘pickup’ that is going to change your game. Built on the iconic 407, the Tata
S F C 4 0 7 P I C KU P SFC 407 Pickup BS4 offers a range of extra and exclusive features that sets it apart from the Extra Muscle:

India’s Highest Payload @ 2.2T

‘ordinary pickup’and gives your business the extra edge. Thisis exactly what you are looking for.

BEST-IN-CLASS FEATURES

» Powered by Advanced TATA 4SP Common Rail » Engine Oil Low Pressure Indicator Light * Roll Down Window
ot [iger=eel e s, Sngine waraieln FUEl BieEETey « Reclining, Sliding, Height Adjustable Driver Seat « Utility Box under Driver's Seat
> herilelzal (et g » Door Handle Cum Arm Rest » GAP Seat Provision for Better Comfort in Longer Drives . ,
= Sealing Capacity - Driver + 2 * Bottle Holder » Strongest & Reinforced Ladder Type Chassis Frame Extra Large: —\:. Less is More:
+ Seat Material - Vinyl Fabric . ELR Seat Belt . Low Loading Platform Height of 885 mm Largest Loading Area ' i\ - ) oaos India’s Shortest Pickup
> ERERY Ce (e e L * Glove Box  Largest Loading Area of 4.8 sq. m.

» Engine Compartment Light

4700 mm *Conditions Apply




